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620a Tuesday, February 18, 2014In this work Cadmium Telluride/Cadmium Sulfide (CdTe/CdS) quantum dots
functionalized with mercaptosuccinic acid (MSA) was synthesized in aqueous
medium and characterized by optical spectroscopy and X-Ray diffractometry.
To increase cellular uptake and decrease nanoparticle toxicity, the QDs were
then encapsulated into neutral and cationic liposomes (Lipo-QDs) and charac-
terized by zeta potential (20mV and þ44 mV for neutral and cationic lipo-
somes respectively),and transmission electron microscopy. The Lipo-QDs
systems were incubated with MSCs and cellular uptake was measured by
flow cytometry.
An increase in labeling efficiency with positively charged liposome was ob-
served when compared with the QDs alone and neutral liposomes. Lipo-QDs
toxicities are under investigation. These preliminary data indicate that Lipo-
QDs might be suitable for real time tracking of stem cells after transplantation,
and thus might be a promising tool for imaging stem cell therapy in vivo.
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Carbon nanodots, i.e. c-dots, have recently emerged as new class of fluorescent
labels with tunable emission characteristics, high quantum yields and photo-
stability, and with a low toxicity as compared to semiconductor quantum
dots. In a previous report by Geddes and co-workers [1] it was demonstrated
that the emission properties of c-dots can be further amplified by plasmon sup-
porting materials, such as silver island films, however, it was reported that in-
homogeneity due to the c-dot size distribution complicated the interpretation of
the emission data. In the present report we apply the technique of fluorescence
correlation spectroscopy, FCS, to characterize c-dots synthetically realized by
the flame combustion of hydrocarbon/oxygen mixtures where particles are
collected from the exhaust gases in liquid traps. We report a correlation be-
tween the c-dots particle size distribution with the stoichiometric composition
of the flame and compare results with fluorescence anisotropy measurements.
[1] Yongxia Zhang, Helena Gonc¸alves, Joaquim C. G. Esteves da Silva and
Chris D. Geddes, Metal-enhanced photoluminescence from carbon nanodots,
Chem. Commun. , 2011, 47, 5313-5315.
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The modified quartz nanopipettes are used to study the protein-protein interac-
tion between human neuroglobin (hNgb) and cytochrome C (Cyt c). Upon
modification of inner wall of the nanopipettes with charged molecules, the vari-
ation in surface charge near the pipette orifice induces the detectable ionic cur-
rent. This mechanism is also explained by finite element based numerical
simulations. While negatively charged hNgb modified pipette tip is exposed
to positively charged Cyt c, kept in bath at different concentrations, we are
able to derive the equilibrium dissociation constant (KD) of the interaction.
The derived KD value matched well with the value from surface plasmon reso-
nance (SPR) measurements. Our results demonstrate the potential application
of quartz nanopipettes to study protein-protein interaction quantitatively.
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Due to the widespread application of Carbon Nanotubes (CNT)-based materials
in nanomedicine, it is nowadays of paramount importance to unravel at the
atomistic level of detail the structural properties of such bioconjugates in order
to rationalize and predict the effect exerted by the nanomaterial on the bio-
active counterpart. Herein, we present all-atom explicit solvent Molecular
Dynamics (MD) simulations investigating the spatial orientation, structural
and dynamical properties of a non-covalent bioconjugate where the monoclonal
Cetuximab antibody (Ctx) is adsorbed on a CNT surface. Exploring the CNT
diameter-dependent behavior by docking studies the three most representative
adsorption modes were selected, then force-field MD and DFT simulations
unambiguously showed that hydrophobic interactions mainly govern the
adsorption of the protein on the graphitic surface. In all the predicted poses,
the secondary structure of Ctx is largely unaffected by the CNT and, consis-
tently with previous literature studies, our simulations reveal that positivelycharged amino acidic residues, such as Lys and Arg, predominantly contribute
to the stabilization of the CNTCtx complex acting like surfactants. The pre-
dicted structural models are validated and consistent with the experimental
data, for which the immobilization of the antibody on CNTs does not disrupt
the structural and recognition properties of the Ctx, consequently supporting
the reliability of the used bioconjugation strategy for engineering stable and
responsive hybrid nanomaterials for therapeutic applications. Moreover, a
remarkable structural similarity of Ctx with antibodies of different isotypes
suggests that in principle the CNT framework can interact in the same manner
with all Abs currently used in clinical applications. This study represents the
first step towards the understanding of the physic-chemical principles ruling
the adsorption of Abs on CNTs, exploitable for the design of new carbon-
based nanomaterials for biochemical applications.
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We previously described a simple, PCR-free, low cost device for sequence-
specific nucleic acid detection which coupled target nucleic acids to a bead
and measured the blockade of a large pore by the bead, achieving a 10 pM con-
centration detection limit of 20-merDNAoligomers. Here, we describe function
of our device for detection of longer DNA fragments.We prepared four different
DNA fragments containing a specific target sequence 110, 235, 419, and 1613
nucleotides in length, and four different control fragments not containing the
target sequence 125, 184, 309, and 1503 nucleotides in length. We examined
detection of the target DNA oligomers at concentrations of 1pM - 1fM, finding
that as target DNA length increased, lower concentrations were detectable, with
a 10 fM detection limit for the 419 and 1613 nucleotide DNA oligomers.
L. Esfandiari et al., J. Am. Chem. Soc., vol. 134, no. 38, pp. 15880-15886,
2012.
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Self propelled robots are interesting both for technology (primarily biotech-
nology) and for basic science in the investigation of collective motion.
Numerous experimental model systems have been developed and used for
different applications. The solutions range from simple specially shaped parti-
cles [1] to complex robots [2].
Here we introduce moving microscopic swimmers where the objects move on a
flat horizontal surface and the energy neeeded for the motion is provided by
light. In contrast to the usual optical micromanipulation techniques, the direc-
tion of motion is not determined by the illuminating light. The whole area
where the particles move is illuminated vertically from above and the objects
move in an autonomous manner, in a direction determined by their position
and orientation.
The specially shaped objects are built by two photon induced photopolymeri-
zation. Two types of swimmers are discussed: a simple vedge shape [3] and
a roller. Both are reflective and they are driven by the momentum change of
light reflected from their surface.
References:
1. H-R. Jiang, N. Yoshinaga, and M. Sano: Phys. Rev. Lett. 105, 268302
(2010).
2. N. Tarcai, C. Vira´gh, D.J. A´bel, M. Nagy, P.L. Va´rkonyi, G. Va´sa´rhelyi and
T. Vicsek: Journal of Statistical Mechanics: Theory and Experiment, P04010
(2011).
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The processes of evaporation and condensation of water at small scales is not
well understood. Understanding these processes and their contributions to
Tuesday, February 18, 2014 621awater droplet dynamics is important across a wide range of disciplines from
climate studies to mass spectrometry and biomolecular imaging. Here we
describe the creation of an analytical model of evaporation/condensation that
accurately predicts water droplet size and temperature over long time scales.
We use this analytical model in concert with molecular dynamics simulations
of water nano-droplets to understand the dynamics of these small water droplets
at the atomic level. We show that the models and assumptions made in the
molecular dynamics simulations are robust and in agreement with experiments
and our analytical model. The synergism of these two models highlight and
capture the important factors involved in evaporation/condensation of water
nano-droplets such as curvature. This ability to predict size and temperature
and characterize the droplets at the atomic level will allow for the precise
manipulation of water droplets as vehicles for biomolecule payloads in x-ray
imaging experiments.
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One of the core requirements for the further maturity in microfluidics is to
develop a fluid actuation method in bubble-free and power-efficient manner.
Although kinds of active and passive fluid control techniques have been
described over the past several decades, complex microfluidic systems still
require bulky or energy-inefficient actuation components and simpler systems
lack the functionality required for a simple field diagnostic test. Here a novel
microfluidic pumping strategy is reported which utilizes the high air perme-
ability of silicone materials to actuate fluid flow, named as Microfluidic Sample
Isolated Pumping (mSIP). The key elements of mSIP are two channel networks,
the fluidic channel and the degas channel, isolated by selective barriers and
located in close proximity to each other. The selective barriers allow gas to
pass through while being inaccessible for aqueous liquids due to low surface
energy of the porous material. An air concentration gradient across the two
networks generates an in-situ diffusive flux out of the fluidic channel. It results
in fluidic channel pressure reduction which drives the liquid solution into the
fluidic channel while the solution being kept isolated from the surrounding
degas channels by the selective barrier. To understand the physics behind
mSIP, theoretical analysis and experimental characterizations were performed,
the experimental data could be well illustrated and predicted by the developed
theories and also average flow velocities in the range of 0.7 to 7 mm/s were
observed with the current designs. The mSIP provides tunable, reproducible,
and bubble-free microfluidic pumping without any auxiliary equipment or
device pre-treatment, providing a powerful liquid handling tool for a broad
range of applications.
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Progress in bionanotechology and in optogenetics requires the production of
spots of light with a very precise and controlled intensity profile, polarization
and duration. In order to illuminate not more than some tens of rod disks in pho-
toreceptors we have set-up an illumination system consisting of apertureless
tapered optical fibres (TOFs) and a laser system. The figure displays isolated
intact rod from the Xenopus laevis retina, where the inner segment is drawn in-
side a suction electrode with a TOF positioned at 90(left) and SEM image of
an apertureless TOF (right). A variety of new TOFs were designed and fabri-
cated generating spots of light with different profiles, ranging from gaussian
beam, multispot, Bessel and top hat front wave. Apertureless TOFs or TOFs
with very small holes act like an axicon lens. Laser illumination with rapid
micro-to milli-second power modulation over 5 orders of magnitude was
achieved with a computer controlled
assembly of a laser at 491nm, an
acousto-optic modulator, a rapid filter
wheel equipped with a set of neutral
density filters and three ports for optical
fibres.3142-Pos Board B834
Separation of Proteins and Nanoparticles by Charge and Size with a
Tunable Semiconductor Membrane
I-ning Amy Jou, Dmitriy V. Melnikov, anna Nadtochiy, Maria Gracheva.
Physics Department, Clarkson University, Potsdam, NY, USA.
We study the applicability of tunable nanoporous semiconductor membranes
made of the heavily doped silicone for separation of nanoparticles and
proteins by their size and charge. We demonstrate that this type of mem-
brane can overcome one of the major shortcomings of membrane applica-
tions for particle separation: the compromise between membrane selectivity
and permeability. The microscopic computational model that we have devel-
oped describes the translocation process of filtered objects with the
translational-rotational Brownian Dynamics taking into consideration effects
from the dielectrophoresis, the electrolyte solution flow, and the self-
consistent electrostatic potential distribution within the continuum Poisson-
Nernst-Planck approach. Our results indicate that the tunable local electric
field arising inside the membrane can effectively control interaction of filtered
objects with the nanopore to either block its passage or increase the translo-
cation rate by modulating the electroosmotic flow direction and magnitude.
By extracting the membrane permeability from our microscopic simulations,
we compute the macroscopic sieving
factors and show that the size and
charge selectivity of the membrane can
be tuned by the applied voltage in the
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Various single-molecule techniques based on optical, electronic, and mechan-
ical mechanisms have proven useful for studying enzymology. Here, we
demonstrate an electronic single molecule technique which takes advantage
of the sensitivity and bandwidth of a field-effect transistor (FETs) built from
a single-walled carbon nanotube (SWNTs). The technique clearly visualizes
a wide range of dynamic interactions between enzymes and their substrates,
from long-duration variability of catalytic kinetics to short-lived transient
states. Measurements with three different enzyme systems (lysozyme, protein
kinase A, and DNA polymerase) summarized here suggest the generality and
attractiveness of the technique as a new tool to complement other single mole-
cule techniques.
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The development of non-invasive techniques for monitoring diverse biotechno-
logical processes under production conditions is a challenging and fascinating
task. It requires a novel tool that specifically detects final or intermediate prod-
ucts of biotechnological processes, e.g. antibodies or carbohydrates in cell
cultures, or moreover any impurities, such as lipopolysaccharides, while elim-
inating the risk of contamination. The proposed assay should be universally
adaptable to many analytes at technologically relevant concentrations and
should provide real-time monitoring, high sensitivity, specificity, and robust-
ness under production conditions.
Polyelectrolyte (PE) microcapsules produced by Layer-by-Layer (LbL)
assembly can serve as a perfect platform for multiple sensing, because
their surface chemistry can be broadly adapted to detect various biomarkers.
The measurement principle is based on the induced proximity (clustering)
of two different populations of PE-microcapsules carrying detectors for
specific recognition sites of an analyte. Due to the relatively large sur-
face area and large number of binding sites, the analyte can be detected
over a wide range of concentrations. As a future prospective, the methods
developed on the basis of this measurement principle will provide the
opportunity to determine the analytes that cannot yet be detected (e.g. intra-
cellular proteins, nucleic acids or metabolites) with high temporal and spatial
resolution.
